Rescue boat (Marnier 15hp 2 stroke)

· Rescue boat Preparation :

· Fit Bung.

· Bring Oars and secure to boat.

· Bring oar locks (in safety bag).

· Bring Towing rope and bridle.

· Bring Anchor and secure to boat.

· Bring rescue bag and secure to boat.

· Bring Bailer and secure to boat.

· Bring a couple of fenders and secure to boat.

· 4-6  people to move up and down slipway

· Ensure all crew are wearing lifejackets/buoyancy aid.

· Rescue bag contents:

· First aid box.

· Flares and knife in Flare box

· Multi tool.

· Whistle.

· Misc items : bung, shackle

· Oar locks.

· Engine : 

· Bring enough fuel (preferably > 1/2 full) ( mix is 100:1 ).

· Ensure engine on straight and tightened securely.

· Ensure Engine is secured to boat with safety line.

· Bring Kill cord and attach to helm at all times when engine is running

· Engine starting procedures :

· Ensure engine is in the water (in horizontal position) and free from any obstructions or people in the water.

· Attach fuel line (check arrow on fuel line to make sure on correctly)

· Open air vent on top of fuel tank cap

· Pump ball until hard

· Check engine is out of gear in neutral position

· Prime engine by pulling and pushing prime button 3 times

· Pull out starting cord until it engages then pull firmly.

Unleaded petrol
Oil mix  (marine 2 stroke oil)

1 litre
10ml

2 litre
20ml

5 litre
50ml

10 litre
100ml

Remove all contents after use, store correctly and lock boat to container.
Launch engine (Mariner 2hp 2 stroke) :

· Ensure bung in place.  

· Carry oar locks in box at rear.

· Bring 2 paddles.

· Centre and secure engine to boat with locking nuts.

· Tie engine to boat with security line.

· Ensure engine is locked in the up position when bringing up and down slip.

To start :

· Ensure engine is in the water (in horizontal position) and free from any obstructions or people in the water.

· Ensure petrol is switched on (switch on side of engine should be pointed downwards)

· Open air vent on top of fuel tank cap

· Line up trottle with starting line (approx 2cm from bottom)

· Use choke if required (lever on port side, up for on)

· Pull out starting cord until it engages then pull firmly.

· When engine starts switch off choke.

WARNING : When engine starts it is in gear!

Launch engine Mix is 50: 1. (1 litre petrol to 20ml oil)
Unleaded petrol
Oil mix (marine 2 stroke oil)

1 litre
20ml

2 litre
40ml

5 litre
100ml

Remove bung, oar locks and engine after use. Lock to container after use.
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