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7. Cut off the right 4P male O2 sensor coupler 

(on the wire harness side).

8. Install a PVC cap onto the end of the Black/yellow 
wire and Green/red wire (these are the wires that  
were connected to the coupler that was removed in 
step 7). Fold each cap back and tape it securely to 
its wire; these wires are no longer used.

• Do not cut the wires off, just tape them back.

• The tape is supplied in the replacement kit.

9. Strip the ends of the White and Black/red wires 
(which were connected to the coupler that was 
removed in step 7) on the wire harness side and 
the 2P coupler on the sub-harness. Install a heat 
shrink tube on each wire of the sub harness.

10. Twist the ends of the White and Black/red wires of 
the sub-harness 2P coupler to the White and 
Black/red wires of the main harness.

11. Solder the wires using the solder from the kit.

12. Use a heat gun to secure the heat-shrink tubing 
over the soldered wires.

13. Connect the right O2 sensor coupler to the white 

4P male coupler on the sub harness.

14. Reinstall the top shelter (see page 2-10 in the 
Service Manual).

PARTS INFORMATION
O2 Sensor Service Kit

P/N: 36530-MCA-305
H/C: 6838734

Components within the kit are as follows.
Components without part numbers are not available
separately.

• Right O2 Sensor
P/N: 36531-MCA-013
HC: 6832125

• Left O2 Sensor
P/N: 36532-MCA-013
HC: 6817357

• Sub-harness Kit

• PVC Cap

• Heat-shrink Tubing

WARRANTY INFORMATION

Normal warranty term applies. Use the following
template number to submit your claims. 

Template Number: GL#7
Flat-Rate Time: 1.4 hours
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